
+ 

+ 

'k_ HP 14x73 STEEL 
BRACE PILES 

<BATTERED AT 3:12> 

DESIGN ENGINEER OF RECORD 
N.A. PIERCE 

DRAWN BY : M.J. OSTRISHKO 
CHECKED BY , N.A. PIERCE 

DATE 
12/2014 

DATE 1 12/2014 
DATE , 12/2014 

212312015 

'k_ HP 14x73 
STEEL PILES 

& STEEL 
BRACE PILES 

Ck_ HP 14x73 STEEL 
BRACE PILES 

CBATTERED AT 3:12l 

END BENT 1 

BENT 1 CONTROL LINE 

EXISTING FOOTING 
AND COLUMN <TYP.l 

A'"'""- Ck. 4 , -6" 0 
DRILLED PIERS 

' v .. 
..-----'k_ HP 14x73 

STEEL PILES 

4'-6" 0 DRILLED PIER 
CONFLICTS WITH 

EXISTING COLUMN 
AND FOOTING AT 

THIS LOCATION, SEE 
"GENERAL DRAWING" 

SHEET 3 OF 3 FOR 
NOTES 

~-Ck. HP 14x73 
STEEL BRACE 
PILES 

'k_ HP 14x73 
STEEL BRACE 

PILES 

'k_ HP 14x73 
STEEL PILES 

W.P. "2 

BENT 1 

FOUNDATION LAYOUT 

FOUNDATION NOTES 
FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS. 

-Y4-

PILES AT END BENT 1 AND END BENT 2 ARE DESIGNED FOR A FACTORED RESISTANCE OF 
145 TONS PER PILE. 

DRIVE PILES AT END BENT 1 AND END BENT 2 TO A REQUIRED DRIVING RESISTANCE OF 
245 TONS PER PILE. 

STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT END BENT 1 AND END BENT 
2. FOR STEEL PILE POINTS, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS. 

FOR DRILLED PIERS, SEE SECTION 411 OF THE STANDARD SPECIFICATIONS. 

DRILLED PIERS AT BENT 1 ARE DESIGNED FOR A FACTORED RESISTANCE OF 640 TONS 
PER PIER. CHECK FIELD CONDITIONS FOR THE REQUIRED TIP RESISTANCE OF 20 TSF. 

INSTALL DRILLED PIERS AT BENT 1 TO A TIP ELEVATION NO HIGHER THAN 909 FT. AND 
WITH THE REQUIRED TIP RESISTANCE. 

SPT MAY BE REQUIRED FOR DRILLED PIERS AT BENT 1. THE ENGINEER WILL DETERMINE 
THE NEED FOR SPT.FOR SPT TESTING, SEE SECTION 411 OF THE STANDARD 
SPECIFICATIONS. 

SID INSPECTIONS MAY BE REQUIRED FOR DRILLED PIERS. THE ENGINEER WILL 
DETERMINE THE NEED FOR SID INSPECTIONS.FOR SID INSPECTIONS, SEE SECTION 411 OF 
THE STANDARD SPECIFICATIONS. 

CSL TUBES ARE REQUIRED AND CSL TESTING MAY BE REQUIRED FOR DRILLED PIERS. THE 
ENGINEER WILL DETERMINE THE NEED FOR CSL TESTING.FOR CSL TESTING, SEE SECTION 
411 OF THE STANDARD SPECIFICATIONS. 
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